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Speed and Precision

i4 Flexi adopts the latest optical fingerprint
sensor and precise fingerprint identification
algorithm. It can store up to 5,000
fingerprint and supports 1:1 & 1:N
identification modes. With its support for
RS485, Wiegand and TCP/IP protocols, it
can be installed as either a standalone
device or within networked environment.
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Beyond

Biometric Access Control

Featuring high speed, high accuracy
authentication processing.

HIGHLIGHTS

® Up to 5,000 fingerprint enroliments
® Fast authentication based on patented algorithm

® Optical sensor for greater accuracy
® Premium materials for distinct look and feel

[amper alarm
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ti-factor authentication
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Security and Flexibility

i4 Flexi supports multi-factor
authentication options to meet individual
client's unique security requirements. The
options include Fingerprint only, Password
Only, Card only, Fingerprint and Password,
Card and Fingerprint, Card and Password,
Card and Fingerprint and Password. The
device adopts split-typed controller to
prevent any unauthorized break-ins. The
built-in tamper alarm together with the
terminal-controller code-matching mode
offer enhanced security and ultimate
peace-of-mind.

Designed with value in mind

i4 Flexi features innovative design with
premium coating materials and durable
keypad to support heavy-duty usage
together with changeable face-plates
allow clients to personalize their i4 Flexi
according to preferences. It also
provides multilingual support - English,
Simplified Chinese, Traditional Chinese
and Arabic. i4 Flexi incorporates Time
Attendance Management module,
which provides a powerful tool for
human resource management.
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Fingerprint Templates 5000

Transaction Capacity 50000

Verification Modes 1:1, 1:N

Type of Sensor Optical

Verification Speed < 0.5 sec (1:1 verification)

False Acceptance Rate (FAR) = 0.0001%

False Rejection Rate (FRR) <10

Authentication Modes Fingerprint only, Password Only, Card only,

Fingerprint and Password, Card and fingerprint,

Card and Password, Card and Fingerprint

and Password

Language Support English [ Simplified Chinese / Traditional Chinese | Arabic
Communication Protocol TCP/IP, RS485, Wiegand (Input or Qutput)

Power DC 12V

Operating Temperature 0°C~45°C

Operating Humidity RH 20% ~80%

Dimensions 156 m (H) X 160 mm (W) X 38 mm (D)

Other Features Tamper Alarm, Alarm Finger, RFID Module
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